Mainline witch Inspection Re mi-Annual WO#M Page 1 of 3
Date 5//3 //3 Inspection Crew %G LAry
Watchman LBRYANT
I Location (Fjonn T H 7] 22 Standard Joints
2 SwitchI.D. #__(C {J ©Y R NA
3 Facing Trailing __ X 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces .
4 Point to Point < % ®Y R NA
5 Point Condition 24a Non-Adjustable Braces

b, S Yt R Nothing less than 4 inches or greater than § inches.
oint Throw,
Min R% 172 §zchu on house top point protected

N 17
6a Point Opening
N_4% R_43y
7 Fit
® YR
8 General Condition of the Points
® YR
Gage
Heel of Switch
9Main L'

10 Turnout ¢,

11 Gage ahead ofBend%
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ (),

I13Main_ (0¥

Stock Rail
14 Bend

CS) Y R
15 Condition
® YR

Bolts
16 Loose O N/A

17 Missing v NA

Rivets (Huck Bolts)
©_ NA

18 Loose -

19 Missing o N/A

20 Cotter Pins Missing 0 N/A

21 Jam Nuts Loose . __©@___ N/A

21a Washers Broken\Missing“

Remarks on page
GM.JC 11-10-201]

S Y RQVA

®Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
Y R
28 #3 Rod
Y R NA
29 #4 Rod
&Y R NA
30 Closure Rail
Y R
31 Surface of Switch
®vY R
Using a 62’ cord, not over
1”to11/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubricati
Ok
35 Switch T: argets/Lamps
Ok Missing
36 Latches
Brokenh_Missingﬁ_h_
37 Locks

0 Broken_ Missing
38 General Condition
Y R
39 Insulated Joints
®Y R
39a Regular Joints
CAE






Mainline Frog Inspection Report Semi-Annug| Page2 of 3

50 Location nout Ti
50a Switch I.D_ # 66 Condition
51 Facing Trailing ® Y RNA
52 Frog Tread N ® YR 67 Rail Movement
R ® YR ® Y R NA
53 Frog # i
54/79 Point Condition 68 Lead
©Y R ®Y RNA
55 Condition of Frog 69 Guard Rajl Flangeway
(YR YRN |7 R__ %
56 Surface of Frog Guard Rail Flangeway can not be less 1 47
@ YR 70 Guard Rail Plateg
®Y R NA
57 Throatin Inches 3 %, 71 Frog Plates
72 Flangeway Depth 2 S Y R N/A
Flangeway Depth must not be less than 1 1»
Bolts
58 Main Track S 73 Loose © __ N/A
59 Turnout Track S’ 74 Missing o N/A
Gage must not be less than 56> any class
i _ Riv k
60 Guard Rail Gage N S4% g S4Y 75 Loose 0 N/A
». Guard Rail Gage must more than 54 3/8» 76 Missing o N/A
© 61 Back To Back N_=2% R S % 77 Nuts Missing o N/A

Back to Back Gage must be less than 53 1/8» 78 Cotter Pins Missing o N/A
79 Washers @ Broken___Missing____ N/A

62 Condition

YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Deviceg
SYR €Y RNA
uar il Clam I Spring Housing
64 Main Track SYR
Y R N/A 82 Derails
65 Turnout Track S YR
@ Y R N/A 83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
30° beyond the | long tie

Class 1 Gage 56> to 57 »”» Difference
More than 57 %” Out of Service

Class 3 Gage 56" to 5 7”7 84 Condition of Line thru entire turnoyt
More than 57> ¢9 571, downgrade to S YR

Class 2 and gets ay

Remarks on pa 3
GM/IC 11-10-201)






Remarks ,

QC!’JUGATIOP\] Betw STock RBAcs
RoTTED 14’ Tiumeps -
\

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.

Everything is class 3 for Mainline and class 1 for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: ) Date: q[zg Z(g

11-10-2011






Mainline witch Inspection Re mi-Annual
Date 5//3//3

Watchman (v 3 RYANT

. wWo# (S \S-C[ A ]
Inspection Crew M

Page 1 of 3

22 Standard Joints

I Location CClewsJ [/ 77 .
28witchlD.# [ b Y R NA
3 Facing Trailing__x 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point _ 5% ©Y R NA
5 Point Condition 24a'Non-Adjustable Braces
6P Yt Tl}:ro Nothing less than 4 inches or greater than § inches. S Y R @
oin w,
N 40 MinRJ 172 iﬁ:hes on house top point protected 25 Front Rod
6a Point Opening ®Y R NA
N__ 4% R_4% 26 #1 Rod (Basket Rod)
7 Fit Y R
@ YR 27#2 Rod
8 General Condition of the Points ® Y R
S YR 28 #3 Rod
Gage ® Y R NA
Heel of Switch 29 #4 Rod
9 Main ___ S5(% ®Y R NA
10 Turnout  S¢,3/g , 30 Closure Rail
11 Gage ahead of Bend st/r Y R
Moust not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ %
13 Main b4
Stock Rail
14 Bend
® Y R
15 Condition
Y R
Bolts
16 Loose 9 N/A
17 Missing O _ N/A

Rivets (Huck Bolts)

18 Loose O____NA

19 Missing N/A
20 Cotter Pins Missing ) N/A
21 Jam Nuts Loose 2 ____N/A
2la Washers Broken Missing

Remarks on page
GM.JC 11-10-2011

sing a 62’ cord, not over
1”t011/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
S Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok
35 Switch rgets/Lamps

Ok  Missing_ (/&>
36 Latches
Ok’

Broken__Missing~~__
37 Locks
0] Brokcn____Missing__ﬁ‘
38 General Condition
R
39 Insulated Joints
Y R
39a Regular Joints
® Y R






rog Inspection R

Mainline

50 Location
50a Switch I.D_#
51 Facing

52 Frog Tread N

Trailing
$£Y R
S Y R
53 Frog #

54/79 Point Condition
YR

55 Condition of Frog
® YR

56 Surﬁ;ceofFrog
®YR

57 Throat in Inches /e
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 14>

58 Main Track Sb’e
59 Turnout Track D6
Gage must not be less than 56> any class

60 Guard Rail Gage N_ 545 R S4%
. Guard Rail Gage must more than 54 3/8”
' 61Back ToBack N St RS2,

- Back to Back Gage must be less than 53 1/8»

62 Condition
®YR
63 Location of Guard Rail (Relation to Point)
YR

uar il Cl S

64 Main Track
®Y R N/A

65 Turnout Track
@ Y R N/A

Class 1 Gage 56” to0 57 14
More than 57 %” Out of Service
Class 3 Gage 56” to 577

More than 577 to 57 v, downgrade to
Class 2 and getsa Y

Remarks on pa e3
GM/IC 11-10-201)

Page2 of 3

mi~Ann

Ti
66 Condition
®YR N/A
67 Rail Movement
® Y R NA

69 Guard Raj] Flangeway
Y RN_'S_ R

Guard Rail Flangeway can not be less 1 %~

70 Guard Rail Plates

®Y R NA
71 Frog Plates

@ Y R N/A
Bolts
73 Loose o N/A
74 Missing ©__ NA
Rivets (Huck)

75 Loose ©___N/A

76 Missing ©__N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing ©___N/A
79 Washers@ Broken\Missing___ N/A

80 Hold Down Devices
©®Y RNA

81 Spring Housing
S YR

82 Derails
SYR
83 imum diff, rence in 31’ in Cros
Level on the siding from the Frog Point to
30’ beyond the last long tie

Ol°  Difference

84 Condition of Line thry entire turnoyt
YR






[
2 EQT‘TEB 12
4
| v 13
’
R — —
I 9

All rules come out of the MTA Field Guide for Track In

Everything is class 3 fo
S Everything is in Spec.
Y Attention needed,

Spectors updated April 2006 edition.

r Mainline and clags I for the Yard.
S.

R Immediate attention needed or Out of Service,
N/A Not applicable or not measurable,

Reviewed by:jﬁ:ﬂ@%M Date. < .

11-10-2011






Mainline Switch Inspection Report §gmi-Annugl

Date 5//3 //3
Watchman (,/ BRYANT .
I Location Chep s Y Hi] -

wou/leSST 4§

Inspection Crew M

Page 1 of 3

22 Standard Joints

2SwitchID # 177G - A Y R NA
3 Facing Trailing X 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point 1/, ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
.Y R Nothing less than 4 inches or greater than § inches. S Y R
6 Point Throw, Min 3 172 inches on house top point protected
N_ 4y R_a'/y 25 Front Rod
6a Point Opening @ Y R NA
N__ 434 R_4% 26 :l $od R(Basket Rod)
7 Fit
©YR 27(#)2 Rod
8 General Condition of the Points @ Y R
Y R 28 #3 Rod
Gage ® Y R NA
Heel of Switch 29 #4 Rod
9 Main __ S(.34 Y R NA
10 Turnout (4 30 Closure Rail
11 ahead of Bend S6Y Y R
Slaug; not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for «S” F Y R

12 Heel Spread in Inches
Tumout G4

13 Main Q%

Stock Rail
14 Bend

® Y R
15 Condition
(9 YR

Bolts

16 Loose ©
17 Missing .

Rivets (Huck Bolts)
_ N/A

18 Loose e

N/A
" N/A

19 Missing__ & N/A
20 Cotter Pins Missing o N/A
21 Jam Nuts Loose __~<=__ _N/A

2la Washers @.-.‘. ‘Broken Missing

Remarks on page 3
GM.IC 11-10-201]

Using a 62’ cord, not over
1”t011/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

®Y R

33 Switch Adjustments
Yes (No

34 Lubrication
Ok

35 Switch T: argets/Lamps

Ok Missing /
36 Latches @

; YOE Broken M issing_
3 ks

Brokcn___v_Missing_»_
38 General Condition
P YR
39 Insulated Joints
Y R
39§Sl>lcgular Joints
@ Y R



%




Mginh‘gg Frog Ingngg;igg Rgmu §gmi-Anng§1 Page 2 of 3

50 Location r Ti
50a Switch I.D_ # 66 Condition
51 Facing Trailing ®Y RNA
52 Frog Tread N ® YR 67 Rail Movement
R &YR €)Y R NA
53 Frog# < i
54/79 Point Condition 68 Lead
®YR ®Y RNA
55 Condition of F 69 Guard Rajl Flangeway
®YR ¢ Y RN |7 RrI%
56 Surface of Frog Guard Rail Flangeway can not be less 1 %3
@ YR 70 Guard Rail Plates
§Y R NA
57 Throat in Incheg 3 71 Frog Plates
72 Flangeway Depth 2 @ Y R N/A
Flangeway Depth must not be less than 1 1>
Bolts
58 Main Track SL7 73 Loose o N/A
59 Turnout Track 54> e 74 Missing o N/A
Gage must not be less than 56 any class
i ) Rivets (Huck)
60 Guard Rail Gage N 'S4 > R S4V 75 Loose o N/A
~ Guard Rail Gage must more than 54 3/8» 76 Missing o N/A
~ 61 Back To Back N _sy34 R__ 507 77 Nuts Missing__ > NyaA
78 Cotter Pins Missing © __N/A

Back to Back Gage must be less than 53 1/8»
79 Washers Broken__ Missing_ N/

62 Condition
@Y R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R ®Y RNA

Guard Rail Clamps 81 Spring Housing
64 Main Track SY R@

Y R N/A
65 Turnout Track S YR
&Y R N/A 83 Maximum difference in any 31° jn Cross

Level on the siding from the Frog Point to
50° beyond the last long tie

Class 1 Gage 56” to 57 11> , Difference

More than 57 4> Out of Service @

Class 3 Gage 56" 1o 577 84 Condition of Line thru entire turnoyt

More than 577 to 57 »” downgrade ¢o @) YR

Class 2 and getsayY

Remarks on age 3
GM/IC 11-10-2011
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: 7ﬁma,‘,<\) ,4,5}!4@ Date: Q"Z;QZI'?,

11-10-2011







Mainline witch Inspection Repor

WO#LLS CCS ¥ pyge 1 of 3

Date _ </5/,, Inspection Crew 7 Sexrsuse (3 Laz

Watchman 4 BRYANT

I Location / | ;"b'~r~‘/_ﬁ§ g
2SwitchI.D.# | 7 & -

3 Facing Trailing __ x
Rail Points

4 Point to Point <134k
5 Point Condition

) R Nothing less than 4 inches or greater than § inches.
6 Point Throw, pg;n !i’ 12 4‘7',“'“ on house top point protected
S

N_ 47
6a Point Opening
N__ D% R_S"%
7 Fit
YR
8 Cgene:ral Condition of the Points
Y R

Gage

Heel of Switch

9 Main __ S, %

10 Turnout _ S¢34

11 ahead of Rend St'A-
S‘l‘ug:t not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout -

13 Main &

Stock Rail
14 Bend

® YR
I5 Condition
Y R

Bolts

16 Loose o N/A
17 Missing o NA

Rivets (Huck Bolts)

18 Loose o N/A

19 Missing o N/A
20 Cotter Pins Missing ) N/A
21 Jam Nuts Loose -0 ____ _N/A

21a Washers @ " Broken Missing

Remarks on page
GM.IC 11-10-201]

22 Standard Joints

Y R NA
23 Switch Plates
Y R
24 Adjustable Braces
® Y R NA
24a Non-Adjustable Braces
S Y R(NA)
25 Rod
(30;‘ R NA
26 #1 Rod (Basket Rod)
S Y R
27 #2 Rod
Y R
28 #3 Rod
S Y R (NA
29 #4 Rod y
SY R &
30 Closure Rail
S YR
31 Surface of Switch
YR

Using a 62’ cord, not over
1”t011/2” forayY and no
more than 1 1/2” ¢o 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

A Y R

33 Switch justments
Yes

34 Lubricati
Ok

35 Switch T: argets/Lamp
Ok Mjssmg@
36 Latches
[2)3) Broken__Missing__N_

37 Locks
Brokcn~_wMissing_ o
38 General Condition
Y R
39 Insulated Joints
S)Y R
39a Regular Joints






R mi-Ann Page2 of 3

Mainline rog In i
50 Location Ti
50a Switch I.D, # 66 Condition
51 Facing Trailing ® Y RNA
52 Frog Tread N S YR 67 Rail Movement
R s ®R ® Y R NA
53 Frog # RS j
54/79 Point Condition 68 Lead
SYR ® Y RNA
55 Condition of F 69 Guard Rail Flangeway
S®rR ¢ ®YRN_J3, R |%
56 Surface of Frog Guard Rail Flangeway can not be less 1 44»
®YR 70 Guard Rail Plates
, ®Y R NA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth &Y RNA

Flangeway Depth must not be less than 1 1%»
Bolts

Gage —
58 Main Track 5. '/, 73 Loose |__NA
59 Turnout Track S6 74 Missing ©__NA

Gage must not be less than 56 any class
i / Rivets (Huck)
60 Guard Rail Gage N 4Vy R _S4h 75 Loose S N/A
. Guard Rail Gage must more than 54 3/8” 76 Missing ) N/A
'~ 61 Back To Back N 523 R S3 77 Nuts Missing @ _N/A
Gage must be less than 53 1/8» 78 Cotter Pins Missing  © N/A

Back to Back
79 Washers @Bmken‘mssmg~ N/A

62 Condition
YR

63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
YR Y R N/A

81 Spring Housing

Guard Rail Clampg
64 Main Track S'Y R /A

Y R N/A
65 Turnout Track SYR
SY R NA 83 Maximum difference in any 31’ in Crosg

Level on the siding from the F rog Point to
30’ beyond the Jast long tie

Class 1 Gage 56” ¢o 57 1”» Qé@ Difference

More than 57 %” Out of Service

Class 3 Gage 56” 1o 5 7 84 Condition of Line thru entire turnoyt

More than 5§77 to 57 4” downgrade to ;iS%Y R

Class 2 and getsaY

Remarks on pa 3
GM/IC 11-10-201]






£ ' SX Sures TN TEps/anat

S Everything is in Specs.
Y Attention needed.
R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by:

11-10-2011

Date: A éq[!z






Switch Inspection Report Semi-Annm;l

Mainline

Date -5-717_._ .24

Watchman
I Location Ay RSERY

witch 1D #2643 )2
@ L Trailing o o

Rail Points ‘
4 Point to Point A
5 Point Condition

S .Y R Nothing less than 4 inches or greater than § inches.
6 :0';;;',;'}50“'- Minlg 'gfi’}h_‘” on house top point protected

6a Point Opening

N \[‘/___R
N9 Y
& R

8 General Condition of the Points
R

g L7
.ﬂl___z.fe_. =

Gage

Heel of Switch

9 Main S ”/f

10 Turnout <, S/ _

I 1 Gage ahead of Bend S/
Must not be legs than 56 inches or

more than 57 inches for “S”
12 Heel Spread in Inches
Turnout 4 V7

[3Main__ 4 7f

Stock Rail
14 Bend

Y R
15 Condition
OV R

Bolts
16 Loose . D

o N/A
[7 Missing 5 N/A
Rivets (Huck Bolts)
I8 Loose N A
9 Missing N 4

20 Cotter Pins Missing O NA
21 Jam Nuts Logse N/A
2 la Washers Broken

_ Missing
Remarks on page
GNEIC T 10200

WO# L0 (2 Page t of 3
woscioncron B /e1d G e i, oo

22 Standard J
SY
23 Switch Plates
R

24 Adjustable Braces

Y R NA
24a Non-Adj
S YR
witch R
25 Front Rod
&Y R NA

2 Rod (Basket Rod)
@

27 #2 Rod
Sy R
28 #3 Rod
Y R NA
Zg% Rod
Y R NA
3(%osure Rail
Y R
31 Surface of Switch
@V R
Using a 62’ cord, not over
I"t011/2”" fora Y and no
more than | 1/2” ¢ | 3/4»
For a R, Great than 13/4” is OQut
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes

34 Lubrication
Dy
35 Switch largcts/l‘amps

Ok Missing QA
36 [,ifchcs @

Braces

Broken Missing
37 Locks
Ok Broken Missing
38 General Condition
Y R
39 Insulated Joints
Y R
g

39a Regular Joi
SV ROR






Mainline Frog Inspection Report Semi-Annual Page 2 of 3
50 Location Turnout Ties
50a Switch LD. # 66-Condition
Facin Trailing Y R NA
52 Frog Tread N v R 7Rail Movement
@ Y R Y Y R N/A
53 Frog # Tie Plates
54/76—;'/ int Condition Lead
R Y R NA

55, Condition of F rog
R

56 Surface of Frog
. SIYR
I,
57 Throat in Inches 3 /Z

72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

Gage .
58 Main Track S& / o

59 Turnout Track /. 7
Gage must not be less than 56> any class

Guard Rails b
/

. s i -
60 Guard Rail Gage N = Y R SY -
Guard Rail Gage must more han 54 3/8”
61 Back ToBack N_GS2/tR 7 ?&
Back to Back Gage must be less than 53 1/5”
62 Condition
SY R
63 Location of Guard Rail (Relation to Point)
NS Y R
Guard Rail Clamps

64 Main Track
R N/A

65-Tumout Track
@ R N/A

Class 1 Gage 56 to 57 14"
More than 57 %” Out of Service

Class 3 Gage 56” to 57”
More than 57” to 57 ,” downgrade to

Class 2 and getsaY
Remarks on page 3

GM.JC 11-10-2011

duard Rail Flangeway </
YRN [DpR_ ‘S/
Guard Rail Flangeway can not be I¢ss 1 n”
70-Guard Rail Plates

S)Y R N/A
71 Frog Plates
(DY RNA
Bolts <
73 Loose % N/A
74 Missing N/A

Rivets (Huck)
a\) N/A

75 Loose -
76 Missing O NA
77 Nuts Missing N/A
78 Cotter de Missing @/
Ok

79 Washers Broken_hMissing'_ N/A

old Down Devices
Y R N/A
81 Spring '
S YR

82 Derails ]
S v _-
83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to

$ 'ond the last long tie

Difference
84 Cond&@of Line thru entire turnout
R







Remarks

Page 3 of 3

; ; Y £
S G f‘{‘?’-\ ihi;rﬁ?("—\/‘io A& k///ﬁ +e

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immecdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b.vfzﬁm*§m“w_mﬂ Date:,_;‘i,/z;ésﬁm .

11-10-2011
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Mainline Switch Inspection Report Semi-Annual \\'O#i%éﬂ_(g_ Page 1 of 3
Date 5 -/4/ ~20/ % Inspection Crew /%//414,._671’6/&1 wesd ol

Watchman Ra i,
I Location Nuesgpy )

2 Switch 1D # 27 \g e
3 Facing 7 Trailing )

Rail Points 7
4 Point to Point S I 6/ /b

5 Point Condition

S {Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw, Minlg l/2<inches on house top point protected

N_4%%

6a Point Openng _
N_49¥% Rr_ S

:
S r

8 eral Condition of the Points
R

Gage

Heel of Switch.

9Main_T¢ 7P

10 Turnout S6 %

11 Gage ahead of Bend & [
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout .C;_V(./ )

13 Main__( )y

-

Stock Rail
14 Bend

Y R
15 Condition
Y R

Bolts
6Loose ) N
I7Missing > N/A

Rivets (Huck B?lts!
I8 Loose N A
[Y Missing \b

" N A
20 Cotter Pins Missing b _NA

21 Jam Nuts L g N/A
21a Washers 0@ Broken  Missing

Remarks on page
GNEIC 1) -10-201

22 Standard Joints
S YR
23 Switch Plates

SR

24 Adjustablc Braces

Y R NA
24a Non-Adjustable Braces
S Y R(N
witch R
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
2 Rod
Y R N/A
30 Closure Rail
Y R
31 ace of Switch
Y R

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
R
33 Switch Adjustments
Yes \
34 ication
Dry
35 Switch Targets/ Lamps
Ok Missing
36 Latches
Broken Missing

37 Lacks
Brokcen Missing

38 General Condition

S)Y R
39 Insulated Joints
Y R

39a Regular Joints-
S YR @






Mainline
50 Location
50a SwitchID. # __ } /5
5 1acin Trailing
52 Frog Tread N Y R

Cg S R
53 Frog# [/
54/79 Point Condition

R
55<§/e$dition of Frog
R

56 Surface of Frog
R

57 Throat in Inches % /LL/
72 Flangeway Depth _ 2 |, £
Flangeway Depth must not be less than 1 %”

Gagg -
58 MainTrack S /| (o
59 Turnout Track <({ -

Gage must not be less than 56 any class

Guard Rails B
60 Guard Rail Gage N S 9 A’,(E R §¢ L/Lé

Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 2 _jg R T2 /g%
Back to Back Gage must be less than 531/8”
62 Condition

Y R
63 Location of Guard Rail (Relation to Point)

R
uard Rail Clamps

64 Main Trac
SYR

65 Turnout T k
TS

Class 1 Gage 56” to 57 %"

More than 57 %" Out of Service
Class 3 Gage 56 to 57”

More than 577 to 57 ¥, downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66_Condition
S’Y R N/A

67 Rail Movement
&Y R N/A

Tie Plates

ead
R N/A

69 Guard Rail Flangeway ‘
YRN LR ¥

Guard Rail Flangeway can not be Iéss 1 n”

7 ard Rail Plates
R N/A
71 Frog Plates

€Xx R NA

Bolts
73 Loose O NaA
74 Missing O__NA
Rivets (Huck)
75 Loose O w~a
76 Missing S wNa
77 Nuts Missing N/A

N>

78 Cotter Pins Missing

79 Washers Ok Broken_|[ Missing_ N/A

80-Hold Down Devices
Y R N/A
81 Spring Housi
S'Y
82 Derails

S YR
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond the last lon tie
Ok  Difference §i

of Line thru entire turnout
R

84 Conditj






Remarks

Page 3 of 3

g“i‘/‘b\ L‘D‘H,\ & la leL fbriw *\ §‘F6~// L {\
F\r.\ft) ‘p" %{«;\’

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed bVIﬁM% Aot e Date_shofn

I1-10-2011






Switch Inspection Report Semi-Anmml

Date S -4 20/ %5
Watchman ; ]
I Location  Nuesery B

28witchl D # 203 4. e
3 Facing " Trailing )

Rail Points a
4 Point to Point $1I /Lé_’

5 Point Condition

Mainline

S .Y R Nothing less than 4 inches or greater than § inches.
6 ;‘)Ttﬂﬁﬂafgmi (I{Zd'nzches on house top point protected
6a Point Opening

N_9YP TR 4
7 Fit

Y R

8 General Condition of the Points

é__ >Y R
Gage
Heel of Switch v
9 Main_S6 ‘2

10 Turnout 7{2‘ <

|1 Gage ahead of Bend < (. 7}
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout

13 Main (;2- S

Stack Rail
end
Y R
15 Condition

(Y R

Bolts

16 Loose __b - N/A

|7 Missing O N/A

Rivets (Huck Bolts)

I8 Loose N A

9 Missing N A

20 Cotter Pins Missing [ _NA

21 Jam Nuts Lc a2 N/A
2la Washers O@ Broken  Missing

Remarks on page
GNEIC 110201

WO /066 57«
Inspection Crew .).%A//M_J_J_éfffﬂ A[g_qq”J,/ /Ug_/&q/'_/

el of 3

22 Standard J.
S YR
23 Switch Platcs
R

24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
S Y RQUAY
witch R
25 Front Rod
Y R NA
26 #] Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R NA
29-#4 Rod
Y R NA
30-Closure Rail
Y R
31 Surface of Switch
R
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service

3@! Block Ties

\ R

33 Switch Adjustments
Yo No)

3 brication
35 Switch Targets, Lamps
Ok Missmg,_ﬂ_@

36 Latches
Broken Missing

Broken Vissing

S#-€encral Condition
Y R
39 Insulated Joints

Y R

39a Regular Joints






Mainling

50 Location
50a Switch I.D. #
Trailing

51 “acing
52 Frog Tread N Y R
R Y R

53 Frog # [ ( )]
54/79 Point Condition
R
55 Condition of Frog
Y R
56 Surface of Frog

57 Throat in Inches 3/ J>

72 Flangeway Depth 71

Flangeway Depth must not be less than 1 %”
Ga ,

5—8—§f§ain Track S¢ 7 P

59 Turnout Track _S¢ S,

Gage must not be less than 56 any class
Guard Rails

60 Guard Rail Gage N S YJ/LR sq V2
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N s2 % R & o'&’%:
Back to Back Gage must be less than 53 1/8”
62 Condition

Y R
6@ation of Guard Rail (Relation to Point)
Y R
ard Rail Clamps
64 Main T
SY
65 Turnout Track

SV R,

Class 1 Gage 56” to 57 ”

More than 57 % Qut of Service
Class 3 Gage 56" to 57”

More than 57” to 57 .” downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

79 Washers

Page 2 of 3

Turnout Ties

66-Condition

Y R NA
67 Rail Movement

Y R N/A

Pl
68 Lead
Y R NA
69 Guard Rail Flangeway (3
Y RN _ (2R 155

Guard Rail Flangeway can not be less 1 nr
70 Guard Rail Plates

SY R NA
71 Frog Plates

S)Y R NA
Bolts
73 Loose Q N/A
74 Missing S NA
Rivets (Huck)

75 Loose O NA

76 Missing & NA
77 Nuts Missing

O _NA @

78 Cotter Pins Missing
Broken__ Missing_ N/A

80 Hold Down Devices

)Y R N/A
81 Spring ing
S YR
82 Derails
S Y RY

83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
30" beyond the last long tie

Ok  Difference Ve

84 Cond@of Line thru entire turnout
R







Remarks

Page 3 of 3

1l Lense ST e ) SK/JQZ\KQQ ( MS&Sle:)

, [ ,
S(pa“’"c)\ thf-‘”ﬂpofhom QG&sf/@%Q

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b‘i{zi%: M{\, oo Date: 5 Z'zﬂzz[z,; o B

[1-10-2011
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Mainline Switch Inspection Report Semi-Annual  WO# _1066L272 Page 1 of 3

Date S -/4~20l3, Inspection Crew fg//aiﬁ! .T_é,;ﬁ_fMWQQ.J_ /U:Ad
Watchman_}ea L,eﬁée_ o TER

I Location _ Nueseey 22 Standard
2S5witch I D. # 2.9 [ S'Y N/A
3 Facing d‘m ) 23 Switch P
S YR
24 Adjustable Braces

Rail Points
4 Point to Point 5 | Q. Y R NA
24a Non-Aw Braces

5 Point Condition
S YR Nothing less than 4 inches or greater than § inches. S YR R
wi

6 Point Throw. pg: ; ;
N _4!_1%9_, _Tmlg ,'g_'%’ on house top point protected 2@‘ Rod
6a Point Opening R NA
NS R S 26 T Rod (Basket Rod)
7Fi Y R
@Y R 2 Rod
Y R

8 General Condition of the Points @
R 28 #3 Rod
Y R N/A

Gage :
Heel of Switch 29#4 Rod
9Main_S¢ Tl &Y R NA

10 Turnout T (, )/ 30 Closure Rail

11 Gage ahead ofaenf‘ /V &)Y R
Must not be legs than 56 inches or 31 Surface of Switch
SYR

more than 57 inches for “S”
Using a 62’ cord, not over

12 Heel Spread in Iygbes
Turnout é ? 0 1”to11/2” for a Y and no
[3Main__ ¢, )5 more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” js Out
of Service
Stock Rail 32-Head Block Ties
Y R

14 Bend
Y R 33 Switch Adjustments
1 5-Condition Yes
@y R 3 rication
Dry
Bolts 35 Switch Targets, Lamp
6 Loose Ty  N/A Ok Missing @
I'7 Missing T N/A 36 hes
% Broken Missing

Rivets (Huck B%L s
I8 Loose N A @ Brokcen Missing
[9 Missing _‘D N,»b 38 General Condition
20 Cotter Pins Missing U _NA @ R
21 Jam Nuts L.oose b N/A 39 lated Joints
2la Washers @ Broken  Missing R
39a Regular Joints__
SYR (M|

Remarks on page
GNEIC T1-10-201]






Mainline
50 Location
50a Switch LD. # _ "3/
51 Facing w
W,

52 Frog Tread N

Y R
53 Frog# | 5 @
54/79 Point Condition
R

55 Condition of Frog

YR
56 Surface of Frog
Y R

3
57 Throat in Inches > /?

72 Flangeway Depth _ 2 )/Q

Flangeway Depth must not be less than 1 %”
Gage

58 MainTrak < ( /Y

59 Turnout Track S ( / 2

Gage must not be less than 56 any class
Guard Rails '
60 Guard Rail Gage N S /47, R §Y '?&
Guard Rail Gage must more than 54 3/8”{
61 Back ToBack N T24 R i 4
Back to Back Gage must be less than 53 1/8”
62 Condition
R
63 Location of Guard Rail (Relation to Point)
Y R
uard Rail Clamps
64 Main Trac
S Y RQUAD
65 Turmout Track
SY

Class 1 Gage 56” to 57 %”

More than 57 %” Out of Service
Class 3 Gage 56” to 577

More than 57" to 57 1, downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition
SY R NA
67 Rail Movement

Y R NA
Tie Plates
68 Lead
Y R N/A
69 Guard Rail Flangeway 15
Y RN} R_\ o
Guard Rail Flangeway can not be less 1 ¥

ard Rail Plates
@ R N/A
71 Frog Plates
@Y R N/A

Bolts

73 Loose 0 N/A
74 Missing O NA
Rivets (Huck)
75 Loose - O Na
76 Missing N/A
77 Nuts Missing O NA

78 Cotter Pins Missing

79 Washers Ok Broken L Missing  N/A

old Down Devices
Y R N/A
81 Spring Housing
S’ Y RQUAS
82 Derails

S Y ROWAD

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
30° beyond the last long tie

@ Difference }»

of Line thru entire turnout
R

84 Conditi






Remarks

Page 3 of 3

S‘w;J&;L (hN Q/ﬂbc,' Wi <O )4«/9 /o *43

STNRYTS S R P A% SR -y

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b_v:_\[gm@g% Mﬁ‘ e Date: -_Q:@v./:.i,._&w___h_,

[1-10-2011






